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RAL7035 ANSI 61  Plugged Hole Wall Thickness External 

Part No. Part No. Description Diameter Range Range Dia. 

HP12PCLG HP12PCGY Pilot Light (.50) 0.50 - 0.81 0.06 - 0.25 1.12 

HP50PCLG HP50PCGY .5” Conduit (.875) 22mm PB (.886) 0.81 - 0.94 0.06 - 0.25 1.25 

HP75PCLG HP75PCGY .75” Conduit (1.109) 30mm PB (1.21) 1.00 - 1.31 0.06 - 0.25 1.62 

HP100PCLG HP100PCGY 1” Conduit (1.375) 1.38 - 1.62 0.06 - 0.25 1.92 

HP125PCLG HP125PCGY 1.25” Conduit (1.734) 1.69 - 1.88 0.06 - 0.25 2.18 

HP150PCLG HP150PCGY 1.5” Conduit (1.984) 2.00 - 2.19 0.06 - 0.25 2.50 

HP200PCLG HP200PCGY 2” Conduit (2.469) 2.50 - 2.75 0.06 - 0.25 3.12 

HP250PCLG HP250PCGY 2.5” Conduit (2.969) 2.88 - 3.12 0.06 - 0.25 3.50 
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HP300PCLG HP300PCGY 3” Conduit (3.594) 3.50 - 3.75 0.06 - 0.25 4.12 

HP350PCLG HP350PCGY 3.5” Conduit (4.125) 4.00 - 4.25 0.06 - 0.25 4.62 
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RAL7035 ANSI 61   Plugged Hole Wall Thickness External 

Part No. Part No.  Description Diameter Range Range Dia. 

HP400PCLG HP400PCGY 4” Conduit (4.641)  4.50 - 4.75  0.06 - 0.25 5.12 

Data subject to change without notice 
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